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SAFETY INSTRUCTIONS

148 57 mm

T Maks surs your batery hes enough wiiage lor he controller (o reognize
Ihe batery e belore #re ingtallation.

2 The battery cabie should be asshort &5 possble b minimiz= los

3The reguisiorisonly sufiable foriead add batieres OPEN AGM, GEL

itisnot suited for mokel melal hytdnds, Hhisn ioas or other battedes

# The charge regulsloris only swilable lor reguiating salar modules Never

e 55,71 mm

conpect another charming =ouwrce to the chamge mouator

; PRODUCT FEATURES

1.Buid+n ndustial micro cortmoles

j

2 Blg LCD dispiay, all adugable paramalter
J_Fully 4-stage PWM chame managemant

4,Buidin shor-cirut pen-circult ree s
protecion overdoad protecian.
5.0ual modet Raverss ument fon jow heat produd

up

DOWN/
ON/OFF
MENLESwilch belween dfferen] dispiay or to enteriest setfing by long press.
Up press o incremce valus. @ batiery typa
DOWN:Press to decrease value

SYSTEM CONNECTION

1. connect the battary o the charge reguiaior —phis and minus
2. Connect e photowlisic moduls to the radaibor -plus and minus

3. Connecl Se consumer fo the charge regulater—plus and minus

@ work mode

13988 mm

Press MENE 15 biowss

Iry indarface2.S long
press MENE fo enter
s=tting.and using]UP]
[DCWWN] to sot the
pansTEter ong poess
MENE agann tn et
long press|DOWMN|
o restor parametst.

1. press the [DOWN] bution to OWNOFF lead manuly atmaln display,
2. The workmods s warking == below

[245]
[1-234)

oH Duske 1o dawn

load oulput 24hours

lead on after sunset and dosed sler seifing howre

TROUBLE SHOOTING

Situation Probable cause | Solution
Chams lonnoton Solar panel openad | Recomect
whean sunny or reversad
Load icon off Mede ssting wiong | Setagain
Battery ow rechane
Leadicon dowlading Ovar load Reducs load wait
Loadi irg Sort ol Auta o
FPower off Esltery Ihec fenradio

TECHNICAL PARAMETER

MODEL | Kwiw [ swe | o | nwen [ReE |
Batt voltage 12Vr24V aute adapt
Chargs curmnt 10A 154 20A 30A A
Discharge curment 10A 154 20A oA A
Bax Solar input =50V <80V
Equalization BO1 sealed | BOZ Gel B03 flood
144V 142V 14.8V

Float 13.7Videfanladusibla)
Discharge stop 107V (defauladjusabls)

- Disctame mcomed 125V{defaul adustble)
Selfconsume <10mA

l USE output SVI2ZA Max

Operatingenpemtus | -35~+60 7
Size/Weight 150*78*35mm /150g

O dmchangs stop

*all ed colorvoiege X2 Xdwhile wing 24V system.

*Product specifications are subject to change without prior notice.



